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The Brompton Technology Tessera XD-T is a ruggedised, truss-mountable 
10G to 1G Data Distribution Unit, which can also be used as a 2U high 19” rack 
unit. It is designed to take a 10G input from a Tessera processor (or QD-S) and 
distribute 1G Tessera outputs to LED fixtures fitted with R2 and R2+ receiver 
cards.
A successor to the iconic Tessera XD, this unit has 12 1G outputs rather than 
10, for greater flexibility and efficiency of cabling topologies. It uses much 
larger, slower fans for almost silent operation.
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12 x 1G  
RJ45  Ports 

2.76” (circular)
LCD Touchscreen

The XD-T comes in a rugged chassis, with two mounting options; rack ears for mounting in a 2U 19” rack 
or use the holes in the chassis to attach clamps for truss mounting.

A capacitive touch LCD display provides status information for easy fault finding. This includes link quality 
monitoring of the 10G connections, link/status indicators for each of the 1G outputs, and the name/port 
of the connected processor.

Unlike typical managed Ethernet switches, the XD-T does not require lengthy manual configuration to get 
the best performance. All configuration is handled automatically by the Tessera processor, and firmware 
reloads can even be performed from within the Tessera software user interface.

© 2026 Brompton Technology Ltd, 272 Gunnersbury Avenue, Chiswick, London W4 5QB   |   www.bromptontech.com

PR
EL

IM
IN

ARY

https://www.bromptontech.com/


XD-T 10G to 1G  
Data Distribution Unit
Full Specifications

PHYSICAL (WXHXL)
Unboxed – Without Rack Ears
•	 W: 425mm (16.73”)
•	 H: 89mm (3.50”)
•	 L: 260mm (10.23”) 

Unboxed – With Rack Ears
•	 W: 483mm (19.01”) 
•	 H: 89mm (3.50”) Rounded: 89mm
•	 L: 285mm (11.22”) (Including Front Handles) 

Boxed
•	 537.5mm (21.16”) x 215.9mm (8.5”) x 373.1mm (14.68”)

WEIGHT
•	 Unboxed: 4kg

ELECTRICAL
•	 Switched auto-ranging power supply
•	 100 - 240V AC
•	 50W max
•	 PowerCON TRUE1 locking connector with through port 

for daisy-chaining power (16A maximum)

OPERATING TEMPERATURE RANGE
•	 0 - 50°C

INPUTS
•	 Dual 10G Tessera Protocol fibre In/Thru ports for 

connection from SX40 or SQ200 (via QD-S) and for 
daisy-chaining

•	 Supports Neutrik opticalCON DUO / DUO ARMORED / 
DUO X-TREME / DUO LITE connectors

•	 Compatible with standard LC-Duplex connectors
•	 Requires 1310nm, 9/125um single-mode fibre (up to 

2KM) with PC or UPC connectors
•	 Daisy-chaining of up to five additional XDs with shared 

bandwidth

OUTPUTS
•	 12 x 1G Tessera Protocol output ports for connection 

to fixtures fitted with R2/R2+ receiver cards
•	 Neutrik etherCON connectors, compatible with 

standard RJ45
•	 Each 1G output is capable of 525K pixels at 8bpc, 60Hz
•	 Pixel capacity per 1G port scales according to selected 

bit depth and framerate

FRONT PANEL
•	 70mm (2.76”)  diameter circular touchscreen 

COMPATIBILITY
•	 SQ200 via QD-S (All 12 ports)
•	 SX40 (First 10 ports only)

WARRANTY
•	 2 Years

CERTIFICATIONS
•	 CE, UL/cUL
•	 TAA compliant
•	 Country of Origin: United Kingdom

2

ACCESSORIES
Sold separately
•	 Fan Filter spares

Specifications are subject to change
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Front of XD-T
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424.9mm
386.1mm

Two holes Ø13.5mm in top of XD-T
and two holes Ø13.5mm in

bottom of XD-T directly below top holes
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Details of XD-T Mounting 
Holes

The Tessera XD-T features 
two 13.5mm holes on the 
top and two 13.5mm holes 
on the bottom for M12 bolts 
for use with half-couplers 
(cheeseboroughs) for mounting 
on truss and scaffold pipes.

Top view of Tessera XD-T highlighting the location of 13.5mm holes
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Brompton Technology is the market leader in LED video processing for the most demanding applications across key sectors including Virtual Production & ICVFX, 
Live Events & Touring, Corporate & Education, Broadcast & Studio and Esports. The company has won multiple awards and become a globally respected brand, 
known for the quality and reliability of its products and exceptional technical support. For more information, visit www.bromptontech.com.
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